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INFIELD® – Safety Solutions for your protection!
INFIELD Safety manufactures  besp o k e safety eyewear as well as customised hearing protection. Since the 

a respected manufacturer of personal protection products.

When it comes to the supply of safety eyewear for spectacle wearers (prescription safety eyewear), 
INFIELD Safety has achieved a market-leading position in Germany. For more than 25 years, INFIELD Safety 
has placed immense emphasis on functionality and appealing design. In recent years, the hazards associated 
with extended use of Display Screen Equipment in the screen-based workplace is coming more to the fore and 
here also, INFIELD Safety is providing innovative customised solutions. 

INFIELD Safety is a member of the Essilor Group, the global leader in eyewear lens manufacture. The success of 
the group, which is represented in more than 100 countries, is based on its strategy of continuous development - 
a strategy which it has followed for 160 years. From design to production, Essilor companiesdevelop multitude 
of products for supporting, correcting, and protecting people’s eyes.
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...and mechanical stabilityCertification for the occupational safety

Testing procedures for eyewear frames 
and eyewear lenses

Ball drop test - Increased stability (EN166S)
The object to be tested must withstand the impact of 
a steel ball with a nominal diameter of 22mm and a 
weight of at least 43g from a distance of 1.30m. The 
speed of the steel ball in this case is around 5.1 m/s 
(11.5mph). After the test, the material is examined for 
breakage or deformation.

Velocity test - protection against high speed particles  
with lower energy (EN166F)
The object to be tested must withstand the impact of a 
steel ball with a nominal diameter of 6mm and a weight 
of at least 0.86g. The speed of the steel ball in this case is 
≥ 45 m/s (100mph). After the test, the material is exam-
ined for breakage or deformation.

Flammability
A steel rod is heated up to a temperature of ≥ 650°C. The 
heated surface is pressed up against the eyewear frame 
or the eyewear lens. The material must not ignite at any 
time during the contact period of 5 seconds.

Resilience in the case of increased temperature/ageing
The eyewear being tested is placed in a heating cabinet 
and heated to a constant temperature of 55°C, for a pe-
riod of 60 minutes. It is then also inspected for deforma-
tion, ageing or changes in the optical quality.

Additional testing procedures 
for eyewear frames

Corrosion resistance
The eyewear frame being tested is placed in a boiling 
sodium chloride solution for a period of 15 minutes. 
Thereafter, in a sodium chloride solution at room tem-
perature for a further 15 minutes. This is then rinsed 
and dried for visual inspection. The surfaces of all metal 
parts must be found to be smooth and corrosion free.

Field of vision 

on a standardised headform by means of a laser. The 

of vision is maintained.

Side protection/ Coverage area
-

ment for frames, the side protection on the eyewear 

wearing the glasses. In addition, the side protectors must 

foreign objects can hit the eyes from the side.

Additional testing procedures 
for eyewear lenses

Resilience against damage from small particles
Falling abrasive test: By means of a downpipe (diam-
eter 12cm, height 165cm), 3kg of natural quartz sand 

through a sieve from a distance of 170cm. The lens is 
then tested by means of an optical scattered light test 
(see scattered light).

Ageing resistance against UV   radiation
The lens under test is exposed to the radiation from a 
strong UV lamp for a period of 50 hours. This simulates 
the storage and/or use of safety eyewear with glass lens-
es in sunlight for a period of approx. 2 years. Following 
the test, a measurements are taken to ensure light trans-
mission and scattered light limitations conform to the 

Safety eyewear for daily industrial use, in DIY or medical environments must be able to resist enormous 
pressures. Depending on the industry, an employee can be confronted with various hazards in the work-
place. With many tasks there are also combinations of these hazards. Because of this, safety eyewear  must 
undergo a stringent testing procedure.

The testing of the eyewear’s mechanical stability results 
in an allocation into the protection category EN166S or 
the higher category, EN166F. The allocation of the me-
chanical stability is done in the same manner for both the 
eyewear frame and the eyewear lenses. Should a frame 
and lenses have differing results, the eyewear as a whole 

In the case of safety eyewear for spectacle wearers, eyewear frames and eyewear lenses are combined. The frames 

individual testing procedures that both the eyewear frames and the eyewear lenses are subjected to. This explains the 
high quality demands that are placed on our safety eyewear.

Possible dangers at the workplace

• Mechanical dangers from foreign bodies

• Optical radiation such as UV or IR radiation, laser beams 
and radiation from welding operations

• Biological and chemical substances

• Electrical Dangers
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Labelling of the eyewear lenses
The engraving at the top edge of the glass 
only has the most essential information in 

restricted.

Labelling of the eyewear frames
The labelling of the eyewear frame is found in easily legible form on 
the inside of the temples. It is only valid with the CE labelling.

GA 166 F

Safety eyewear product labelling

Label Meaning

GA

166 Number of the standard EN DIN 166

S or F Mechanical stability

DIN EN 166

CERTIFIED

Meets the requirements of the 
PSA Directive 89/686/EEC for 
occupational safety eyewear 
Lens product labelling

In cases of long and unprotected exposure to UV, there 
exists a danger of serious eye damage, such as retinal le-
sions and cataracts. Therefore, the lenses are tested and 
examined to ensure the required UV protection of the 
lenses is guaranteed.

S ered light
Scattered light is an optical effect, which blurs an ob-
served image and reduces the contrast. During testing, 

a certain angle. By means of a radiation receiver, a com-
parison is done to check whether there is a possible de-
viation or a scattering of the light stream.

Light transmission level
The level of light transmission offered by a lens is mea-
sured by means of a spectrophotometer. Eyewear lens-
es that are intended exclusively for the purpose of pro-
tecting the eyes against mechanical or chemical hazards, 
must have a light transmission above 74.4%.

Signal light dete on
A restricted ability to observe the signal colours, red, 

for hazard. By measuring the corresponding light wave-
lengths, the lens can be tested as to what extent true sig-
nal colours are observed.

Refr  index / spherical g  effect

tolerances. Only then does the lens obtain the best pos-
sible category for optical quality - Category 1.

Material and surface quality

the optical quality. Such defects may include scratches, 
inclusions, blisters or opacities.

The Certificate

Only after successfully completing all testing proce-
dures, does the safety eyewear obtain approval for use as 
safety eyewear. For the corresponding test result, each 
safety eyewear model is issued with a type approval cer-

-

be engraved both on the 
eyewear lenses as well as 
the eyewear frame.

Only eyewear with cor-
responding EN marks 
can be used as safety 
eyewear. This guaran-

from potential hazards at 
the workplace.

Lens product labelling

Label Meaning

2C - 1,2 (UV-radiation, colour recognition)

GA

1 Optical Category

S or F Mechanical stability

2C-1,2 GA 1 F

Labelling according to DIN EN 166Certifications| Continuation
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Multifocal lensesUnifocal  and bifocal lenses

BIFOCAL 

with near vision that occurs around the age of 40 
onwards.

Visible transition between close and far lens sur-

there are blurry areas in the intermediate dis-
tance of approx. 40 cm to 1 meter.

VARIFOCAL 

 

with near vision.

Varifocals enable seamless vision from near to 
distance.

SINGLE VISION
Eyewear lenses for near vision

Also suitable as safety glasses for wearers of 
reading glasses.

The vision for distances of above approx. 40 cm 
is blurred.

SINGLE VISION
Eyewear lenses for distance vision

For correction of a far or short-sightedness, as long 
as no additional eyewear is required for near sight.

OFFICE 

 
These seamless eyewear lenses can be precisely ad-
justed for any appropriate working distance. Such 
as your workplace PC screen, for example. The us-
able areas in the near and intermediate areas are 
larger than those of standard varifocal lenses.

This results in a comfortable head and body posture 
when performing tasks on a computer. Office lenses
are not approved for use when driving.
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Essilor anti-reflective coatingsLens materials and their characteristics

For each specification the right material solution
When it comes to safety eyewear for spectacle wearers selecting the right lens material depends on the user 

-

Polycarbonate – Index 1.59

Characteristics

• Lightweight • Available for all lens values

• Very high mechanical impact strength • Increased scratch resistance through surface coatings

• 100% UV protection • Resistant to spark burns during grinding and welding work

• Tint grades of up to 15% possible

Lens labelling GA 1 F 

specifications, working environments, and specific tasks.  
As a default, Essilor Pro-Safety lenses are coated with Supra. Supra is a transparent, scratch-resistant treatment.

As a default, Essilor Pro-Safety lenses are coated with Supra. Supra is a transparent, scratch-resistant treatment.
With built-in scratch and smudge resistance, Crizal    easy UV  no-glare lens lives up to the demands of daily wear.
It also comes with leading anti-UV technology, to protect your eyes from the harmful UV rays in outdoor light, 
preventing long-term damage to your eyes. 

Supra (comes as a standard coating on lenses)

Crizal easy  UV

Crizal Sapphire  UV   lenses deliver superior clarity and transparency, so you can stay foccused, 
no matter what you’re doing. These anti-reflective lenses come with Multi-Angular Technology™, which helps 
reduce reflections from all directions, providing better aesthetics, enhanced UV protection, and safer 
night-time driving.

 Wearers can enjoy nearly invisible* lenses for best in class comfort and clarity of vision. 
* Perceived transparency and invisibility based on Wearers Test  2017 [Fr] N=50 – resulting from a better perception of anti-reflective feature.

Maximises the benefits of light, while reducing the risks. UV light from the sun can cause cataracts, while 
blue light can cause AMD. By choosing Crizal   Prevencia™, you a re protecting your eyes on a daily basis and 
maintaining your long-term eye health. At the same time, Crizal   Prevencia™ lets in the good light that 
regulates sleep and mood, and boosts brain activity. Essilor's a   dvanced technology provides the most effective 
UV protection possible, and filters out harmful blue-violet light. This no-glare lens gives you the best vision in 
all light conditions; and resists smudges, scratches, dust and water.

Crizal Sapphire  UV™

Crizal   Prevencia™®

®

®

®

®

®

™®
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Crizal  drive -The special coating technology for professional drivers 

This minimises the dangerous reflections 
from surrounding lights, so you can drive 
safely and confidently in low light. Benefit 
from wearing Crizal  drive lenses in the 
day as well. They ensure confidence and 
comfort by maintaining clear and sharp 
vision all day long, in addition to enhancing 
your night vision.
*In-Life Wearers Test, Rupp + Hubrach Optik, “AR day and night”,

 

Eyedrive, Germany, 2016, n=49

ght of brightly lit inner city areas at night. 

Crizal  drive offers up to 90% less 
reflection

...for professional driversCrizal drive coating …

Conventional eyewear lens Eyewear lens with ProCoat Drive

®
     

The optimal coating for vehicle operators.

Both single vision lenses as well as multifocal lenses can 
 coating. 

• Truck / Delivery Driver • Sales Representatives

• Taxi Drivers • Train Drivers

• Driving Instructors • Bus Drivers

• Test drivers • Drivers in the public 
services

They are perfectly suitable for the following 
occupations / groups of occupations:

Benefits of reduced glare

Exhaustion-free and stress-free vision

Faster reaction times

Early recognition of potential hazards

Increased contract leads to improved depth 
observation

Distances can be estimated faster and more accurately

lights or construction site illumination

Clear vision even in the case of poor light conditions 
such as fog, snow, and rain

®

®

® 

Reflections 

These elements place additional demands on
the driver, which causes rapid exhaustion
and leads to reduced reaction time. For pro-
fessional drivers it is fundamental to actively
counteract potential hazards in traffic.

®

Crizal  drive® 

*In-Life Wearers Test, Rupp + Hubrach Optik, “AR day and night”, Eyedrive, Germany, 2016, n=49

Crizal  drive - up to 90%* less glare.



PRODUCT CATALOGUE 2020  | 1413 |  PRODUCT CATALOGUE 2020

Variable tintsPermanent tints

Tint ranges of photochromic eyewear lenses

Tint strength 
approx. 75-85%
In the case of bright sunshine, UV radiation is 
at its highest and the eyes require intensive sun 
protection. The eyewear lenses darken up to the 
maximum tint.

Weak to medium tint  
approx. 10-30%
In the case of cloudy weather and diffused light, 
the UV exposure is minimal. The eyewear lenses 
darken only minimally.

Medium to strong tint
approx. 30-60%
In partly cloudy conditions with sunny intervals, 
there is always an increase in UV radiation. The 
eyewear lenses in this case darken to a medium 
to strong extent, depending on how the clouds 
and sunny periods are distributed.

Weak base tint
approx. 7%
There is no UV radiation. Perhaps in the case 
of very cloudy conditions, in the dark, or when 
performing tasks indoors.

Colour scheme and tint grades
If tinted eyewear lenses are required, the colours brown and grey can be selected in various tint grades. The se-
lection of the tint colour is primarily a matter of individual taste and also dependent on the colour of the eyewear 
frame. Various tint grades enable the wearer to customise the lens to their requirements.

Weak tint of 10% and 15%
This tint grade can be worn throughout the entire day, as well as when driving a car at night. Because of the low 
level of the tint this can prevent eye fatigue and headaches. Due to the lightness of the shade, this tint only offers 
minimal glare protection.

Medium tint of 30% and 60%
This tint grade offers protection from more severe light sensitivity. This degree of tint should not be used when 
driving at night.

Strong tint of 75% and 58%
This tint grade offers perfect glare protection from the sun’s rays. Classic sun protection lenses are made with a 
tint of at least 75%. They are also not suitable for night driving.

Grey tints Level  Intensity

Protection from natural glare

Various tint grades

Ideal for light sensitivity, 
because grey is subjectively 
perceived as darker

1 2

5 6
43

1 | 2
10 & 15% 
(weak)

3 | 4 
30 & 60% 
(medium)

5 | 6
75 & 85% 
(strong)

Brown tints Level  Intensity

Protection from natural glare

Various tint grades

Increased contrast

Warmer, more pleasant 
visual impression

1 | 2
10 & 15% 
(weak)

3 | 4 
30 & 60% 
(medium)

5 | 6
75 & 85% 
(strong)

1 2

5 6
43

Transitions™

Transitions™ Light Intelligent Lenses fit every lifestyle and every age. Not only do they adjust from fully clear 
indoors to the perfect tint outdoors, but they also block dangerous UV rays and filter harmful blue light, which
 can be found outdoors and from digital devices.
Transitions™ Signature® GEN 8™ is our new generation of lenses equipped with GEN 8™ breakthrough technology.
This is our most responsive lens yet. While being fully clear indoors; these lenses darken outdoors in seconds* 
and return to clear faster than ever**.
* Transitions Signature Gen 8 lenses activate to a category 3 darkness up to 30% faster than Transitions Signature lenses. CR607 products activate to a category 3 darkness 
15% faster. Claim is based on tests across materials on grey lenses, being the most popular color, achieving 18% transmission @ 23°C. ** Transitions Signature Gen 8 lenses fade 
back to clear up to 35% faster than Transitions Signature lenses. Claim is based on tests across materials on grey lenses, being the most popular color, fading back to 70% 
transmission back to clear 23% faster @ 23°C.
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Common vision defectsLens adjustment - important facts

Pupil distance (PD)
The pupil distance describes the dis-
tance between the centres of the pupils. 
The individual pupil distance is mea-
sured from the centre of the pupils to 
the nasal root (PD Right + PD Left = PD). 
As a rule, faces are not symmetric, which 
can lead to different measurements for 
the right and left eye.

The eyewear is then manufactured in such a manner that the optical centre of the eyewear lens is directly in front 
of the pupils. This measurement is especially important, because a deviation from the measured PD can lead to 
headaches and nausea.

Fitting height (FH)
Because every face has its own unique shape, all eyewear lenses are bespoke. To enable accurate manufacturing

-

depends on the eyewear frame. It is measured from the bottom, inner frame edge to the centre of the pupil. The 
proximity height can be adjusted depending on whether varifocal or bifocal lenses are required. The eyeball is too long or the refractive power of the eye 

lenses is too high. The image information is not project-
ed sharply on the retina, but in front of it. (near-sight-
ed). Objects that are further away appear unclear.
 

The eyeball is too short or the refractive power of the 
eye lenses is too low. This means that the image informa-
tion is not projected sharply on the retina, but behind it 
(far-sighted). Objects that are close appear unclear.

Compared to the eyes, the cornea is not spherical but 
oval. As a result, the light is not projected onto the retina 
correctly. Objects, both near and at distance, are unclear.

 

As we all grow older, the elasticity (refractive power) 
of the eye lens constantly decreases. The ability of the 
eyes to see objects that are nearby clearly always leaves 
much to be desired. In the same way as far-sightedness, 
the image information is projected sharply not on, but 
behind the retina. Objects that are nearby therefore 
appear unclear.

Defective vision and its consequences
In order for a person to be able to observe an object (image) sharply, the rays of light that travel from an object 
must be projected onto the retina of the eye in an exact manner. Should this process be hindered as a result of the 

PD Right PD Left
F

H

Near-sightedness (Myopia)

Corneal curvature (Astigmatism)

Far-sightedness (Hyperopia)

Age related (Presbyopia)
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Product overviewTemples for prescription safety eyewear 

Perfect fit & optimal hold
The temple is an important part of safety eyewear. It is primarily responsible for the hold and the comfort of the 
safety eyewear. INFIELD Safety offers numerous customised solutions.

Softflex Fit

tips absorb the pulling force from the temple and pre-
vents pressure behind the ear. In addition, by means of 
the smooth metal core, the rubberised temple can be in-
dividually adjusted to the head anatomy. This ensures a 

feature adjustable length temples can also be adjusted to 

Easy Fit
These universal temples stabilise the safety eyewear by 

The safety eyewear therefore automatically sits in the 
perfect position and pressure free.

Easy Fit Soft –
with additional rubber support
With an additional smooth rubber support, these opti-
mised Easy Fit Soft temples ensure an even better hold 

-
riods of heavy perspiration. 

Basic Fit – Metal temple 
with non-slip rubber tip

which can be adjusted anatomically to suit the wearers 

Example Images. 

PLASTIC FRAMES

METAL EYEWEAR FRAMES

OPTOR XXS OPTOR S OPTOR PLUS SUPERIOR VISION 1

VISION 2 VISION 11 VISION 12

VISION M 5000 VISION M 6000 VISION M 7000

The frame designs of each eyewear model can vary

 

ACCESSORIES

FULL-VIEW SAFETY GOGGLES

DEFENDOR GONDOR

VENTOR

GLADIATORAVIATOR

TERMINATOR

PANTOR

PANTOR SHIELD

 
STRAP WITH 

BREAKING POINT
DRAW STRING 

BAG
CASE OPTIFOG 

ACTIVATOR CLOTH



PRODUCT CATALOGUE 2020   | 2019 |  PRODUCT CATALOGUE 2020

OPTOR XXSEyewear frames made of plastic material 

[1]

The light frames of the OPTOR series are characterized by their very 
good eye cover and integrated side protection. The OPTOR S is espe-
cially well suited for stronger profile fit. For users with narrow faces-
hapes, the OPTOR XXS is the right model.

Individually adjustable safety lens angle
By adjusting the temple in inclination the angle of 

the safety lens is adjustable for every face and every 
working situation.

OPTOR XXS 24 g GA 166 F CE
Product features Weight Marking - Frame Temple technology 

Features & Quick Info  

Lightweight Classic design

For narrow face shapes  

Very good coverage of the eye area Integrated side protection

FIG. LENS FRAME CHARACTERISTICS OPTOR XXS
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Turquoise | Grey    Smoke        16 mm 50 mm 9402 XXS

OPTOR XXS 24 g GA 166 F CE
Product features Weight Marking - Frame Temple technology

[1]

Features & Quick Info  

Very light weight Classic design

 

Very good coverage of the eye area Integrated side protection

FIG. LENS FRAME CHARACTERISTICS OPTOR XXS
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Crystal 16 mm 50 mm 9400 XXS   Turquoise | Grey

[1]
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OPTOR SOPTOR S

]

OPTOR S 30 g GA 166 F CE
Product features Weight Marking - Frame Temple technology 

Features & Quick Info  

Light weight Classic design

 

Very good coverage of the eye area Integrated side protection

FIG. LENS FRAME CHARACTERISTICS OPTOR S
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1]

Innovative Prescription Safety Eyewear - 
The new OPTOR Series

    
 

   
  

  

Individually adjustable safety lens angle
By adjusting the temple in inclination the angle of 

the safety lens is adjustable for every face and every 
working situation.

OPTOR S 28 g GA 166 F CE
Product features Weight Marking - Frame Temple technology 

Features & Quick Info  

Classic design

Very good coverage of the eye area  

Integrated side protection Lightweight

FIG. LENS FRAME CHARACTERISTICS OPTOR S
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Turquoise | Grey    Smoke        16 mm 54 mm 9402 S

Innovative temple technology: Like before the 
Softflex-Fit-temples completely individually
adjustable in lenth and at the temple tip additionally
now also in inclination. For varifocal spectacle lenses
this feature offers the best customisation options.  

Customised visual strength(s)    Turquoise | Grey    Crystal 54 mm 9400 S16 mm

[1]

[1]
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[1+2]

[3]

OPTOR PLUS OPTOR PLUS

Optor Plus - for strong protection in tough industrial environments
With its additional soft adapter, the OPTOR PLUS provides perfect protection, especially in environments with 
strong dirt development.

Individually adjustable safety lens angle
By adjusting the temple in inclination the angle of 

the safety lens is adjustable for every face and every 
working situation.

OPTOR PLUS 38 g GA 166 F CE
Product features Weight Marking - Frame Temple technology 

FIG. LENS FRAME CHARACTERISTICS OPTOR PLUS
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1+2] Customised visual strength(s)    Turquoise | Grey    Smoke 16 mm 54 mm 9401

[3] Adapter for OPTOR PLUS - - -    Black | Grey - - - 9401 777

Even better coverage 
of the eye area by 

the additional adapter

Features & Quick Info  

Permanent air circulation

Very good coverage of the eye area Integrated side protection

Perfect protection with the additional adapter

Two sizes available [1+2]

50/16           54/16

50 mm
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SUPERIORSUPERIOR

Article number

Features & Quick Info  

Very light weight

Integrated side protection

Very good coverage of the eye area

SUPERIOR 21 g GA 166 F CE
Product features Weight Marking - Frame Temple technology 

FIG. LENS FRAME CHARACTERISTICS SUPERIOR
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Black    Crystal 18 mm 54 mm 2370 00 5400

[2] Customised visual strength(s)    Black    Smoke 18 mm 54 mm 2370 05 5400

[1]

[2]
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VISION 2 VISION 1 

VISION 2 20 g GA 166 S CE Basic Fit
Product features Weight Marking - Frame Temple technology 

FIG. LENS FRAME CHARACTERISTICS VISION 2
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Black/Red    Black/Red 17 mm 48 mm 2070 03 4817

[2] Customised visual strength(s)    Black/Red    Black/Red 17 mm 50 mm 2070 03 5017

[3] Customised visual strength(s)    Black/Green    Black/Green 17 mm 48 mm 2070 07 4817

[4] Customised visual strength(s)    Black/Green    Black/Green 17 mm 50 mm 2070 07 5017

[3][4] 

[1][2] 

Features & Quick Info  

Very light weight Modern design

Special frame for ladies

Special eye protection for ladies

The VISION 2 model is especially designed 

integrated side protection it is available in  
2 sizes and 2 different colours. 

VISION 1 22 g
Product features Weight

FIG. LENS FRAME CHARACTERISTICS VISION 1 
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number Artikel-Nummer

[1] Customised visual strength(s)    Blue    Crystal 16 mm 54 mm VISION 1 2060 05 5416

[1]   
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VISION 11VISION 11

 

Features & Quick Info  

Light weight Sporty design

Soft nose pads

Very good coverage of the eye area Integrated side protection

VISION 11 25 g GA 166 F CE
Product features Weight Marking - Frame Temple technology 

FIG. LENS FRAME CHARACTERISTICS VISION 11
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Black    Crystal 16 mm 56 mm 2380 00 5600

[2] Customised visual strength(s)    Black    Smoke 16 mm 56 mm 2380 05 5600

[1]

[2]
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VISION 12VISION 12

FIG. LENS FRAME CHARACTERISTICS VISION 12
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s) 17 mm 51 mm

[2] Customised visual strength(s) 17 mm 56mm

2066 06  5117

   Grey    Grey 2065 06 5617

 

Features & Quick Info

Lightweight, increased wearer comfort Permanent air circulation

 Soft nose pads Sporty design

Integrated side protection Very good coverage of the eye area

INFIELD Safety frames, made of plastic material, are ideal for those requiring corrective eyewear but 
also desire a lightweight, easy to wear frame.

Fashionable eye protection 
for all spectacle wearers 
A sporty plastic material frame in an attractive 2 colour design. 

Lightweight and with excellent coverage of the eye area, the 

VISION 12 is well protected from impact hazards and has the 

VISION 12 20 g GA 166 F CE Easy Fit Soft
Product features Weight Marking - Frame Temple technology 

   Grey   Grey

[1][2]
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VISION M 6000VISION M 5000

[1] [2]  

VISION M 5000

FIG. LENS FRAME CHARACTERISTICS VISION M 5000
No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number Artikel-Nummer

[1] Customised visual strength(s)    Brazil    Brazil 18 mm 54 mm M 5000 5000 08 5400

[2] Customised visual strength(s)    Brazil    Brazil 18 mm 56 mm M 5000 5000 08 5600

Features & Quick Info  

Light weight Transparent side shields

Adjustable nose pads

Classic design Each available in 2 sizes 

VISION M 5000 25 g GA 166 F CE Basic Fit
Product features Weight Marking - Frame Temple technology 

FIG. LENS FRAME CHARACTERISTICS VISION M 6000

No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Black    Black 18 mm 48 mm 6000 03 4800

[2] Customised visual strength(s)    Black    Black 18 mm 50 mm 6000 03 5000

[3] Customised visual strength(s)    Black    Black 18 mm 52 mm 6000 03 5200

Features & Quick Info  

Very light weight Adjustable nose pads

Also available as titanium frame

Transparent side shields Available in 3 sizes

[1] [2] [3]
 

VISION M 6000 23 g GA 166 F CE Basic Fit
Product features Weight Marking - Frame Temple technology 

[1] [2]
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VISION M 7000VISION M 7000

Metal prescription safety eyewear frames can be adjusted even more precisely to match the anatomical 

The corrosion resistant coating also ensures skin-friendly wearability.
FIG. LENS FRAME CHARACTERISTICS VISION M 7000

No. Lens characteristics Temple colour Frame Lens sizes Sheet Article number

[1] Customised visual strength(s)    Blue    Blue 15 mm 56 mm 7000 05 5600

VISION M 7000 22 g GA 166 F CE Basic Fit
Product features Weight Marking - Frame Temple technology 

Features & Quick Info  

Very light weight Very good coverage of the eye area

Sporty design  Transparent side shields

Adjustable nose pads

[1]
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AVIATORFULL-VIEW SAFETY GOGGLES

Fig. VERSION LENS PROPERTIES AVIATOR

no. frame colour(s) coating(s)* colour code(s) article no.

[1]    Smoke AF AS    Clear 2C - 1,2 GA 1 B N CE 9005 155

* Coatings: HC = scratch-resistant   |   AF AS = anti-fog, antistatic, scratch-resistant   |   HC AF AS = scratch-resistant, anti-fog, antistatic

Features & Quick Info  

very light full-vision safety spectacles tight wraparound seal

indirect ventilation system prevents lens fogging 

full-view safety spectacles for a very wide range of applications

Our lightweight full-view  
safety spectacles  
Owing to its low weight, AVIATOR is comfortable to wear 
even for longer periods. The adjustable head strap ensures  

AVIATOR 
Areas of application & use:
[1] Liquids  |  dust

INFIELD’S full-view safety goggles provide a wide field of vision and have an optional head-strap for a perfect 
fit on the head. They are characterized by particularly good eye coverage and, with their anti-fog lenses, en-
sure the best possible vision when worn in any work situation. With their tight seal on the face, these safety 
goggles prevent the ingress of dust and grit from grinding, sawing and cutting, of gases and Smoke, and of acids 
and aerosols from splashing and spills. Additionally, prescriptive lenses can also be inserted via a special spec-
tacle clip.
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DEFENDORDEFENDOR

DEFENDOR - 
The compact full-view goggles
The full-view goggles of the DEFENDOR-series are very compact and light. With its tight fit and unrestricted field 
of vision, the DEFENDOR is particularly suitable for activities in dusty environments and when handling liquids.

Innovative features, such as the click lock and the indirect ventilation system, show how practical we have de
veloped these safety goggles to be. Spectacle wearers can easily and quickly insert the RX-CLIP in their individual 
prescription into the DEFENDOR.

A special directly glazable version for spectacle wearers (no clip) is also available.

RX-CLIP for spectacle wearers
Spectacle wearers can easily and quickly 
insert the RX-CLIP with their own pre-
scription into the DEFENDOR.

[1] [2]

 [4] [5]

 [3] 

 [6] 

OUTDOOR/SPORT

All Outdoor/Sport models can be 
found on our homepage.

DEFENDOR 
Areas of application & use:
[1] [2] [3] [4] [5] [6]  
Liquids 

DEFENDOR 56 g GA EN 166 3 9 BT CE Polycarbonate 100% 5 pcs.
Elastic textile 
strap + Click

Features Weight Code – version Lens material UV protection Packing unit Headband

Features & Quick Info  

Very light full-view safety spectacles Tight wraparound seal

Easy to change safety lens

Extra-large nose pad for higher protection and comfort

Indirect ventilation system against lens fogging Click-lock for easy use

Fig. FRAME PROPERTIES LENS PROPERTIES DEFENDOR

No. Frame colour(s) Coating(s)* Colour Code(s) Article no.

[1]    Turquoise AF AS PC   Clear 2C - 1,2 GA 1 B 9 N CE 9594 165

[2]    Turquoise HC AF AS PC   Clear 2C - 1,2 GA 1 B 9 KN CE 9594 166

[3]    Turquoise AF AS PC    Grey 5 - 2,5 GA 1 B 9 N CE 9594 625 AF

[4]    Orange AF AS PC   Clear 2C - 1,2 GA 1 B 9 N CE 9595 165

[5]    Orange HC AF AS PC   Clear 2C - 1,2 GA 1 B 9 KN CE 9595 166

[6]    Orange AF AS PC    Grey 5 - 2,5 GA 1 B 9 N CE 9595 625 AF

    * Coatings: HC = scratch-resistant   |   AF AS = anti-fog, antistatic, scratch-resistant   |   HC AF AS = scratch-resistant, anti-fog, antistatic

Extra RX-Clip DEFENDOR RX-Clip

accessory colour Crystal material/glass properties Plastic for individual prescription article no. 2018
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GLADIATORGLADIATOR

GLADIATOR 
Areas of application & use:
[1] [2] Particulates  |  molten metal Soft face insert and ventilation system  

With its particularly soft rubber face insert GLADIATOR 
provides a tight wraparound seal. It can be worn for a range of 
activities, especially in liquid-containing environments.

Features & Quick Info  

indirect ventilation system prevents lens fogging tight wraparound seal

full-view safety spectacles for a very wide range of applications

available with shatter-proof polycarbonate lenses    

GLADIATOR 135 g GA 166 B 3 9 CE Polycarbonate 100% 5 pcs.
Elastic textile 

strap 
Features Weight Code – version Lens material UV protection Packing unit Head strap

Fig. VERSION LENS PROPERTIES GLADIATOR

no. colour(s) coating(s)* Material colour code(s) article no.

[1]   Green AF AS PC   Clear 2C - 1,2 GA 1 B 9 N CE 9590 165

[2]   Green HC AF AS PC   Clear 2C - 1,2 GA 1 B 9 KN CE 9590 166

* Coatings: HC = scratch-resistant   |   AF AS = anti-fog, antistatic, scratch-resistant   |   HC AF AS = scratch-resistant, anti-fog, antistatic
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GONDORGONDOR

GONDOR 135 g Polycarbonate/acetate 100% 5 pcs.
Features Weight Lens material UV protection Packing unit

Extra RX-Clip GONDOR RX-Clip

accessory colour Metal material/glass properties Metal For Individual Prescription article no. 2016

Features & Quick Info  

full-view safety goggles for a very wide range of applications tight wraparound seal

indirect ventilation system lens fogging 

GONDOR CHEM: version with a rubber headband GONDOR NV: particulate version without air intakes available   

available with shatter-proof polycarbonate lenses    can be used with a prescription lens insert using the RX-Clip 

Fig. VERSION LENS PROPERTIES GONDOR

no. colour(s) Head strap Code coating(s)* Material colour code(s) article no.

[1]   Smoke | Black elastic textile GA 166 BT 3 4 9 CE AF AS PC   Clear 2C - 1,2 GA 1 BT 9 N CE 9550 165

[2]   Smoke | Black elastic textile GA 166 BT 3 4 CE AF AS Acetate   Clear 2C - 1,2 GA 1 F N CE 9550 255

[3]   Red elastic textile GA 166 BT 3 4 5 9 CE AF AS PC   Clear 2C - 1,2 GA 1 BT 9 N CE NV 9551 165

[4]   Smoke | Black rubber GA 166 FT 3 4 CE AF AS Acetate   Clear 2C - 1,2 GA 1 F N CE CHEM 9552 255

* Coatings: HC = scratch-resistant   |   AF AS = anti-fog, antistatic, scratch-resistant   |   HC AF AS = scratch-resistant, anti-fog, antistatic

GONDOR 
Areas and application & use:
[1] Liquids  |  dust  |  molten metal
[2] Liquids  |  dust

GONDOR CHEM 
Areas and application & use:
[4] Liquids  |  dust   

GONDOR NV (non-ventilated)
Areas and application & use:
[3] Liquids  |  dust  |  gases and particulates  |  molten metal

GONDOR CHEM with rubber strap
This special version is particularly well suited to activities involving chemicals. 

 
The head strap is resistant to chemicals. 

Ventilation system and RX-Clip  
for spectacle wearers 
GONDOR is a full-view safety goggle with a very tight seal. 
The ventilation system the lenses from fogging. Hence clear 
vision is assured even for activities which generate a lot of 
perspiration.

Spectacle wearers can insert the RX-Clip containing their 
personal prescription lenses into GONDOR quickly and easily. 



PRODUCT CATALOGUE 2020   | 4645 |  PRODUCT CATALOGUE 2020

PANTOR SHIELDPANTOR

The special ventilation system and the anti-fog 
safety lens ensures clear view even in sweaty 
working conditions.

PANTOR 
Areas of application & use:
[1] Liquids  |  dust  |  molten metal 

Fig. FRAME PROPERTIES LENS PROPERTIES PANTOR

no. frame colour(s) coating(s)* colour code(s) article no.

[1]    Crystal AF AS    Clear 2C - 1,2 GA 1 BT 9 N CE 9553 165

Features & Quick Info  

Full-view safety goggles for a very wide range of applications Tight wraparound seal

Indirect ventilation system lens fogging 

Easy to use click locking headband Available with shatter-proof polycarbonate lenses    

PANTOR 114 g GA 166 BT 3 4 9 CE Polycarbonate 100% 5 pcs.
Elastic textile strap + 

Click
Features Weight Code – version Lens material UV protection Packing unit Headband

The full-view safety goggle PANTOR with additional face 
shield ensures complete face safety.

PANTOR SHIELD
Areas of application & use:
[1] Liquids  |  dust  |  molten metal 

Fig. FRAME PROPERTIES LENS PROPERTIES PANTOR SHIELD

no. frame colour(s) coating(s)* colour code(s) article no.

[1]    Crystal AF AS    Clear 2C - 1,2 GA 1 BT 9 N CE 9554 165

Features & Quick Info  

Full-view safety goggles for a very wide range of applications Tight wraparound seal

Indirect ventilation system lens fogging 

Easy to use click locking headband Available with shatter-proof polycarbonate lenses    

Additional face shield for face protection

PANTOR
SHIELD 201 g GA 166 BT 3 4 9 CE GA 166 BT CE Polycarbonate 100% 1 pc

Elastic textile 
strap + Click

Features Weight Code – version Code – face shield Lens material UV protection Packing unit Headband
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TERMINATORTERMINATOR

Features & Quick Info  

lightweight sporty design 

length-adjustable temple soft, adjustable nose pad 

individually adjustable safety lens angle easy to change safety lens

prescription eyewear option with the RX-Clip

Customized 

branding with colour 
and logo on request

Extra RX-Clip TERMINATOR RX-Clip

accessory colour Metal material/glass properties Metal for individual prescription  article no. 2015

Fig. VERSION LENS PROPERTIES TERMINATOR

no. frame colour(s) coating(s)* colour code(s) article no.

[1]    Black HC    Green 2 GA 1 FT K CE 9380 132

[2]    Black HC    Green 3 GA 1 FT K CE 9380 133

[3]    Black HC    Green 5 GA 1 FT K CE 9380 135

* Coatings: HC = scratch-resistant   |   AF AS = anti-fog, antistatic, scratch-resistant   |   HC AF AS = scratch-resistant, anti-fog, antistatic

TERMINATOR 27 g GA 166 FT CE Polycarbonate 100% 10 pcs. Soft Touch
Features Weight Code – version Lens material UV protection Packing unit Temple technology 

TERMINATOR for welding work can be adapted to almost any shape of face with a combination of adjustable 
temple, lens angle and soft nose pad. Additionally, and if necessary, the safety lenses can be replaced easily. This 
model is available for a range of welder protection levels. Spectacle wearers can insert their own prescription 
lenses into TERMINATOR quickly and easily with the RX-Clip. 

 [1] 

 [2] 

 [3] 



PRODUCT CATALOGUE 2020   | 5049 |  PRODUCT CATALOGUE 2020

VENTORVENTOR

VENTOR 117 g GA 166 3 4 B CE
Polycarbonate / 

acetate 100% 10 pcs.
Elastic textile 

strap
Features Weight Code – version Lens material UV protection Packing unit Head strap

Features & Quick Info  

indirect ventilation system prevents lens fogging tight wraparound seal

full-view safety spectacles for a very wide range of applications

available with shatter-proof polycarbonate lenses    

Fig. VERSION LENS PROPERTIES VENTOR

no. Face insert colour(s)
coating(s)*

Material colour code(s) Article-no.
front surface rear surface

[1] Rubber   Crystal HC AF AS PC   Clear 2C-1,2 GA 1 F K CE 9560 165

[2] Rubber   Crystal HC AF AS Acetate   Clear 3-1,2 GW 1S CE 9560 255

[3] Soft Foam   Crystal HC AF AS PC   Clear 2C-1,2 GA 1 F K CE 9565 165

[4] Soft Foam   Crystal HC AF AS Acetate   Clear 3-1,2 GW 1S CE 9565 255

* Coatings: HC = scratch-resistant   |   AF AS = anti-fog, antistatic, scratch-resistant   |   HC AF AS = scratch-resistant, anti-fog, antistatic

VENTOR   
Scratch-resistant and mist-free:  

and the back is anti-fog coated.

Hence this version of the VENTOR is protected 

clear vision during sweat-inducing activities. 

Soft face insert and  
ventilation system 

VENTOR’s ventilation system encourages clear vision at all 
times. VENTOR can also be worn over ordinary prescription 
glasses.

VENTOR 
Areas of application & use:
[1] [2] Liquids  |  dust 

VENTOR 
Areas of application & use:
[3] [4] Liquids  |  dust
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STORAGEACCESSORIES FOR SAFETY EYEWEAR

INFIELD Safety also offers a large selection of accessories to help keep the eyewear in top condi-
tion. These include cleaning materials, cords, storage solutions and technical aids. 

Fig. Article DESCRIPTION Article No.
No.

[1] Standard case Water-repellent case suitable for all safety eyewear 9910

[2] Belt pouch Case with spacious storage for the safety eyewear 9914

[3] Nylon pouch Protects the safety eyewear from dust and also serves as an eyewear cleaning cloth 9920

[1] [2]

[3]



PRODUCT CATALOGUE 2020   | 5453 |  PRODUCT CATALOGUE 2020

ACCESSORIESACCESSORIES FOR SAFETY EYEWEAR

F

P

Fig. Article DESCRIPTION Article No.
No.

[1]

Eyewear strap with rated
breaking points

The rated breaking points ensure that the strap parts automatically in the case of
excessive strain. 9985

[2]

Eyewear cord Retains the safety eyewear whilst not being worn 9992

[3]

Sport strap

[4] Optifog Activator Cloth -Has the power to ACTIVATE and CLEAN the lens at the same time. Just use the 
Optifog Activator Cloth whenever you clean your lenses. 

[1]

[2]

[4]

[3]

Provides a secure fit of the safety eyewear on the head 9993



Occupational safety | Eye protection

www.essilorprosafety.co.za

 

Essilor Pro-Safety
137 Kuschke Street,

Meadowdale, Johannesburg
010 202 9300

prosafety@essilor.co.za

As all Prescription Lenses and Safety Spectacles are specified
as Medical Devices according to the Medical Device Act 14 of 2015,

only Registered Optometrists or Registered Optical Dispensers
are allowed to dispense these devices.

Please contact your nearest
Optometry or Dispensing Practice

for all your Essilor accredited Safety products.


